1) Unzip JIMS539_v255.0.3.42.22
2) Power on the HX4 and connect to an USB port

3) Run FwUpdateTool_v1_18 01.exe and make sure JMS551/539 chip has been selected

e : B —
Chip [JMS551/539 Series

USE DISk. |<<L|SB>> JMicron HA AW RalDE LI

Firrnware File I

Dirives IG Load File |

Firmrware Yer, |255.nn.n3.42_22

Flash Type |PMC
Statuz I
[T RD Werzgion Fiun | Exit |

4) Load File and select firmware file ES-51-197G-4222(JMS539_PM_255.0.3.42.22_20100928).bin

in: | )y Test - e®mcEr

»

Chip IJMS551 /539 Series A Name Date
aces

I I;! ES-51-197G-4222(JMS539_PM_255.0.3.42.22_20100928) I 1/25/2011 8:44 ...
USB DISK [<<USB>> JMicron HAwW RAIDS

Firmware File I

Drives IG
Firmware Ver. |255.00.03.42.22

Flash Type IF’M (B3

Status

[~ RD Version

I BinaryFile




5) Run to perform firmware update

Chip |JM3B51/533 Series

USE DISK. |<<USE>> JMicron HAW RAIDS |

Firrmware File IE:"-.Ll sers \PEET P in P Desktoph T esthES-51-1970G:

Dirives IG
Firrnware Wer. |255.nn.n3.42.22

Flash Type |PMC

Statuz I

[~ RD “erzsion

6) Now you can power cycle the enclosure to complete firmware update

Flash Type [PMC

I Status |Programeming Success!! I
™ RD Version Fun | Ex |
- - —

F' Fumware Ver, [255.00.03.4222
|

Message X

Please Turn-Off the Power and Turn-On Again!



